XTP SERIES

The versatile 12 - 24 voltage surface mount lights feature high-intensity LEDs providing exceptional warning synchronisation capability and SAE Class I operation. Its compact design, ability to fit confined mounting locations, zero maintenance and a 5 year warranty are just some of the many benefits.

Features
- Performance, versatility and style, combined in a compact and sleek design enable installation in alternative locations of the vehicle
- Single, split- and dual-color options
- Multiple flash patterns, including steady burn and dimmable modes
- Synchronisable
- Polycarbonate lens and waterproof housing ensure extended life
- Temperature Range: -40°C to +65°C (-40°F to +149°F)

Models

<table>
<thead>
<tr>
<th>MODEL</th>
<th>COLOUR</th>
<th>AMPS</th>
<th>FLASH PATTERNS</th>
<th>NO. OF LEDs</th>
<th>COLOUR CONFIG</th>
</tr>
</thead>
<tbody>
<tr>
<td>XTP3A</td>
<td>0.5</td>
<td>21</td>
<td>3</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP3B</td>
<td>0.5</td>
<td>21</td>
<td>3</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP3G</td>
<td>0.5</td>
<td>21</td>
<td>3</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP3R</td>
<td>0.5</td>
<td>21</td>
<td>3</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP3W</td>
<td>0.5</td>
<td>21</td>
<td>3</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP4AA</td>
<td>1.0</td>
<td>30</td>
<td>4</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP4BB</td>
<td>1.0</td>
<td>30</td>
<td>4</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP4RR</td>
<td>1.0</td>
<td>30</td>
<td>4</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP4WW</td>
<td>1.0</td>
<td>30</td>
<td>4</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP6AA</td>
<td>1.0</td>
<td>30</td>
<td>6</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP6BB</td>
<td>1.0</td>
<td>30</td>
<td>6</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP6RR</td>
<td>1.0</td>
<td>30</td>
<td>6</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP6WW</td>
<td>1.0</td>
<td>30</td>
<td>6</td>
<td>Single</td>
<td></td>
</tr>
<tr>
<td>XTP6AW</td>
<td>1.0</td>
<td>22</td>
<td>6</td>
<td>Split</td>
<td></td>
</tr>
<tr>
<td>XTP4MCW</td>
<td>1.0</td>
<td>70</td>
<td>8</td>
<td>Multi</td>
<td></td>
</tr>
<tr>
<td>XTP4MCBW</td>
<td>1.0</td>
<td>70</td>
<td>8</td>
<td>Multi</td>
<td></td>
</tr>
<tr>
<td>XTP4MCRB</td>
<td>1.0</td>
<td>70</td>
<td>8</td>
<td>Multi</td>
<td></td>
</tr>
<tr>
<td>XTP4MCRW</td>
<td>1.0</td>
<td>70</td>
<td>8</td>
<td>Multi</td>
<td></td>
</tr>
<tr>
<td>XTP6MCRB</td>
<td>1.0</td>
<td>70</td>
<td>12</td>
<td>Multi</td>
<td></td>
</tr>
</tbody>
</table>

Dimensions

93mm - XTP3
119 mm - XTP4, XTP4MC
158mm - XTP6, XTP6MC
15mm

Available From
www.interfireagencies.com.au
P: 08 6201 3170  |  E: info@interfireagencies.com.au